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Twin Diode—Sharp-Cutoff Pentode 


9-PIN MINIATURE TYPE 
GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathodes: 

Voltage (AC or DC). 6.3 ±10% 

Current.0.45 

Direct Interelectrode Capacitances: a 

Pentode Unit: 

Grid No.l to plate.0.02 max. 

Grid No.l to cathode & grid No.3 
& internal shield, grid No.2, 

and heater. 

Plate to cathode & grid No.3 
& internal shield, grid No.2, 
and heater. 

Diode Units: 

Diode-No.1 plate to cathode 

and heater. 

Diode-No.2 plate to cathode 

and heater. 

Pentode grid No.l to either 
diode plate. 0.006 max. 

Characteristics, Class A| Amplifier (Pei 

Plate Supply Voltage. 250 

Grid-No.2 Supply Voltage. 110 

Cathode Resistor. 

Plate Resistance (Approx.).0.25 

Transconductance. 5200 

Grid-No.2 Current. 

Plate Current.. 

Grid-No.1 Voltage (Approx.) for 

plate txa - 10. 

Mechanical: 

Operating Position. 

Maximum Overal 1 Length.2-3/16" 

Maximum Seated Length . 1-15/16" 

Length, Base Seat to Bui b Top (Excl ud i ng t i p) . . 1-9/16" ± 3/32" 

Diameter. 0.750" to 0.875" 

Dimensional Outline . See General Section 

Bulb.T6-1/2 

Base.Small-Button Noval 9-Pin (JEDEC No.E9-l) 


6.3 ±10% 

vol ts 

0.45 

amp 

0.02 max. 

M^f 

4.8 


2.6 

A^f 

1.3 

A^f 

1.2 

At/xf 

).006 max. 

A^f 

le Unit): 


250 

vol ts 

110 

vol ts 

68 

ohms 

0.25 

megohm 

5200 

/i/nhos 

3-5 

ma 

10 

ma 

-10 

vol ts 


. . Any 
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